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Type: Compact disc player

Signal Detection System: Non-contact optical pickup (semiconductor laser)

Number of Channels: 2 channels (stereo)

Frequency Response: 5 Hz to 20 000 Hz

Dynamic Range: 96 dB

Signal-to-Noise Ratio: 98 dB

Wow and Flutter: Less than measurable limit

MP3 Decoding Format: 
(MPEG1/2 Audio Layer 3)

Max. Bit Rate: 320 kbps

WMA (Windows Media® 
Audio) Decoding Format:

Max. Bit Rate: 320 kbps
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USB Standard: USB 1.1, USB 2.0

Data Transfer Rate (Full Speed): Max. 12 Mbps

Storage: Less than 8 GB (1 partition type)

Compatible Device: Mass storage class (except HDD)

Compatible File System: FAT 32/16/12

Playable Audio Format: MP3/WMA

Max. Current: 500 mA
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Power Requirement: Operating Voltage: DC 14.4 V (11 V to 16 V allowance)

Grounding System: Negative ground

Allowable Operating Temperature: 0°C to +40°C

Dimensions (W × H × D): Installation Size (approx.): 182 mm × 52 mm × 160 mm

Panel Size (approx.): 188 mm × 58 mm × 13 mm

Mass (approx.): 1.3 kg (excluding accessories)

Design and specifications are subject to change without notice.

• Microsoft and Windows Media are either registered trademarks or trademarks of Microsoft Corporation in the 
United States and/or other countries.

• iPod is a trademark of Apple Inc., registered in the U.S. and other countries.
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Having TROUBLE with operation?
Please reset your unit

Refer to page of How to reset your unit

© 2008 Victor Company of Japan, Limited

Dear Customer,
This apparatus is in conformance with the valid European 
directives and standards regarding electromagnetic 
compatibility and electrical safety.
European representative of Victor Company of Japan, Limited 
is:
JVC Technology Centre Europe GmbH
Company name changed in:
JVC Technical Services Europe GmbH
Postfach 10 05 52
61145 Friedberg
Germany




